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The Specification of LCR Accessories

LCR-05

MR SCALE 1B mesdiv REF 8o —442. BB un oy
STRTE 3
bATA »
CRAPHICS b
TOUCHSTONE b

WAC --- IAC --- - WAIDE =--
START 188 Hz 0SC SHE mvolt STOP 2 MHz
Marker STIMULUS VAL
RE-SHVE »
0 100 Hz 442,406 uR FILE
1 1 kHz —-328.652 ul
2 10 kH=z 797.892 ul POUER 0N y
3 100 kHz 1.42448 m@ EOHFIE
4 200 kH= 2.1661 ml
5 500 kHz 344387 g T res v
[a] 1 MHz 5.28315 ml
7 2 MHz 7.87632 mR STORE DEW ,
[FLOPPY]
Description: A: Ls SCALE SHA nH/div REF B8 H -2.23448 uH Suve:
LR e
. . o b S
Test fixture for measurement of ol
both axial and vertical lead : Toeta oy
M
components s >
TOUCHSTONE

Frequency: DC ~ 1IMHz Wirane  Scwmwer S

Marker STIMULUS VAL
" BEvE
a 100 H: —2.23409 uH
Max. Voltage: +/- 35V ; wE 22309 ul
2 10 kH=z 4.87353 nH EE“E?GDN y
3 100 kHz 26.7924 nH
4 200 kH: 26.5262 nH
Apphcable Instrument 5 <00 ki 25,8027 i T res »
[a] 1 MHz 25.5026 nH
LCR-8101G/8101 : i B -

LCR-821/819/817/816
LCR-829/827/826

R: Cs  SCALE 1 pF/div REF 8 F ~455.928 P opyg:
: : : : : : .}108 Hz
ini| STRTE 3
..... DATA »

[ o ¥ crapHICS b
: TOUCHSTONE p
VAL - TAC ——- VIIOC ——-
START 18@ Hz 0SC 588 méolt STOP 2 MHz
Marker STINULUS VAL
RE-SAVE »
D 100 Hz -455.929 fF FILE
1 1 kEz -408.914 £F
2 10 kHz 50.2353 fF POUER 0N
3 100 kHz 55.0146 £F CONFIG
4 200 kHz 54.3031 fF
FILE
5 500 kHz 54,4583 fF T e »
6 1 MEz 54.2604 fF
7 2 Hz 54.3932 £F

GOOD WILL INSTRUMENT CO., LTD. http://www.gwinstek.com





